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Tank Removal and Over-Excavation

On September 5, 1991, the tank, dispenser and related pipelines were removed by Bay 

Area Tank Removal.  The results of the laboratory analyses of the two soil samples 

collected indicated elevated levels of Gasoline and Benzene. 

On December 12, 1991, TMC Environmental over-excavated 55 cubic yards of 

contaminated soil from beneath and surrounding the former Gasoline tank location.  The 

results of  soil sampling that was conducted at the conclusion of the over-excavation 

indicated the presence of residual Gasoline contamination in the soil under the building 

foundation located to the north of the tank pit at concentrations of up to 1,900 mg/kg 

(ppm).

Investigations

On March 12, 2000, Hydro Analysis, Inc., installed 3 monitoring wells (MW-1, MW-2, 

and MW-3) to investigate the extent and migration of contamination from the former 

underground storage tank. 

On January 2, 2003, Hydro Analysis, Inc., installed 1 additional monitoring well (MW-4) 

inside the building.
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Monitoring Well Destruction

On January 21, 2005, the shallow groundwater monitoring wells MW-1, MW-2, MW-3, 

and MW-4 were destroyed.  The locations of the destroyed monitoring wells are shown in 

Figure 2

The work was conducted by Gregg Drilling of Martinez, California, under the supervision 

of Fred Hayden of Hydro Analysis, Inc.  Inspectors from the CCSFEHD were present for 

each of the well destructions.  Each well was destroyed by drilling out the entire depth and 

removing all casing, seal and sand pack materials.  The boring was then tremie filled to 

near grade with “neat” Portland cement, in accordance with the CCSFEHD permit 

conditions.  Prior to the well destruction, the total depth of each well below ground 

surface (bgs) was recorded: 

 WELL TOTAL  DEPTH (feet)  

 MW-1 20.2  
 MW-2 20.1  
 MW-3 20.2  
 MW-4 23.0  

Upon completion of the pressure-grouting, the well box at each location was removed and 

then filled to finish grade with Portland cement concrete.

Copies of the completed DWR Forms 188 are provided in Attachment C. 
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CERTIFICATION OF WELL DESTRUCTION 

DUTRO PROPERTY 

(former Dutro Mat Manufacturing Facility) 

2675 Folsom Street, San Francisco, CA 

February 7, 2004 

____________________________________

Gary Aguiar                              RCE 34262 
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DWR Forms 188 










